a

NOT MEASUREMENT
SENSITIVE

DOE-STD-1022-94
March 1994

Change Notice No. 1
January 1996
Reaffirmed with Errata
April 2002

DOE STANDARD

NATURAL PHENOMENA HAZARDS
SITE CHARACTERIZATION CRITERIA

U.S. Department of Energy AREA FACR
Washington, D.C. 20585

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.



This document has been reproduced directly from the best available copy.

Available to DOE and DOE contractors from the Environment Safety and Health Technical
Information Services, U.S. Department of Energy, (800) 473-4376, Fax: (301) 903-9823.

Available to the public from the U.S. Department of Commerce, Technology Administration,
National Technical Information Service, Springfidd, VA 22161; (703) 487-4650.



DOE-STD-1022-94

ERRATA FOR DOE-STD-1022-94

REVISED FOREWORD

ADDED REFERENCE TO DOE G 420.1-2

REVISED REFERENCE TO DOE-STD-1020-2002

ADDED REFERENCE TO IBC 2000

ADDED REFERENCE TO ASCE-4

ADDED REFERENCE TO FEMA 368

ADDED REFERENCE TO NRC REG GUIDES, R.G. 4.7, 1.165, 1.132 & SRP2.5.1 TO 2.5.3
ADDED REFERENCE TO 10 CFR PART 830

ADDED REFERENCE TO DOE-STD-3009-94

REPLACED REFERENCES TO DOE O 5480.28 BY DOE O 420.1

DELETED REFERENCE TO DOE O 6430.1 A

UPDATED REFERENCES TO DOE-STD-1023-95

DEFINED 3 SECOND GUST WIND SPEED

REFERENCE TO WORK OF McGUIRE ADDED IN SECTION 5.4.2 (D)

SENTENCE ADDED IN SECTION 5.5.2D & 55.4.1 A TO CLARIFY SUBJECT MATTER
REFERENCES UPDATED IN SECTION 6.0



DOE-STD-1022-94

This page intentionally blank.



DOE-STD-1022-94

FOREWORD

The Department of Energy (DOE) has issued an Order (DOE O 420.1) and associated Natural Phenomena
Hazard (NPH) Guide, DOE G 420.1-2, which establishes policy and requirementsfor NPH mitigationfor DOE
sites and facilities. To implement the NPH Mitigation requirements, several standards have been developed
for compliance with DOE O 420.1. This standard provides general and detailed requirements for site
characterization which provides the necessary site-specific information to implement DOE-STD-1023-95
“Natural Phenomena Hazards Assessment Criteria.” The DOE-STD-1023-95 established adequate design
basis load levels and in turn provides necessary information to implement DOE-STD-1020-2002 for NPH
design and evaluation criteria for DOE facilities.

The requirements given in this standard should be used in conjunction with other DOE Orders and Standards
as listed in Section 2 (Applicable Documents) of this standard and with other pertinent National consensus
codes and standards such as IBC 2000 (International Building Code), ASCE-4 (Seismic Analysis of Safety-
Related Nuclear Structures), FEMA 368 (NEHRP Recommended Provisions for the Development of Seismic
Regulations for New Buildings and other Structures), etc. In addition, this standard should also be used in
conjunctionwith Nuclear Regulatory Commission (NRC) Regulatory Guides(e.g., R.G.4.7; R.G. 1.165; R.G.
1.132) and Standard Review Plan (e.g., SRP 2.5.1 t0 2.5.3).

ThisDOE Standard is approved for useby all Department and Contractors of the Department of Energy. The
preparation of this document utilizes a preparing activity to prepare the document and a review activity to
provideformal review and comment. The preparing activity was conducted by the Fission Energy and System
Safety Program (FESSP) of LawrenceLivermoreNational Laboratory (LLNL) under thedirection of theDOE
NPH subcommittee and NPH Standard Managers from the offices of EH-53 and NA-53.

More recent versions of documents referenced by and associated with this technical standard now exist.
Specifically,

1. DOE Order 5480.28 has been replaced by DOE Order 420.1, “Facility Safety,” and its
associated Guides:

“Guidefor the Mitigation of Natural Phenomena Hazards for DOE Nuclear Facilities and Non-nuclear
Facilities,” (DOE G 420.1-2),

“Guidefor Nonreactor Nuclear Safety Design Criteriaand Explosives Safety Criteria,” (DOE G 420.1-
1), and

“Implementation Guide for usewith DOE Orders 420 and 440 Fire Safety Program,” (G 420.1/B-0 and
G 440.1E-0).

2. The definitions provided in the Natural Phenomena Hazards (NPH) Guides take precedence over the
definitions provided in this technical standard and in other NPH technical standards.

3. DOE Order 5700.6C and 5480.23 have been replaced by the Rule, 10 CFR Part 830.

4. DOE Order 6430.1A has been cancded. Siting information which is pertinent to this
technical standard can be found in DOE Order 420.1, Section 4.1.
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Thereisan established hierarchy inthe set of documentsthat specify NPH requirements. Inthishierarchy,
10 CFR Part 830 is the highest authority. The next set of controlling documents are the DOE O 420.1,
associated Guides followed by the set of NPH standards. In the event of conflicts in the information
provided by these documents, the information provided in the document of higher authority should be

utilized (e.g., the definitions provided in the Guides should be utilized even though corresponding
definitions are provided in the NPH technical standards).
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1. INTRODUCTION

1.1 OVERVIEW OF DOE-NPH ORDER AND STANDARDS

A. TheDepartment of Energy (DOE) has established policy and requirementsfor natural phenomena hazard
(NPH) mitigation for DOE sites and facilities using a graded approach as specified by DOE O 420.1,
“Facility Safety” and associated NPH Guide G 420.1-2. Toimplement the NPH mitigation requirements,
four standards have been developed that provide specific acceptance criteria for various aspects of NPH
to meet the requirement of DOE O 420.1. These requirements should be used in conjunction with other
pertinent documents such as DOE Orders (5480.30, 5481.1B etc.), consensus hational standards, model
building codes, and industry accepted codes and specifications. Figure 1 shows a conceptual NPH design
framework which identifies how the DOE NPH standards are used to assess NPH design requirements.

B. Thestudies of sitecharacteristics should be performed and existing data for site characteristics related to
NPH should beevaluated in accordancewith this standard, DOE-STD-1022-94. Thesitecharacterization
provides the necessary site-specific information to implement DOE-STD-1023-95, “Natural Phenomena
Hazards Assessment Criteria’” whichprovidescriteriafor hazard assessment to ensurethat adequatedesign
basis load levels are established. The DOE-STD-1023-95 in turn provides necessary information to
implement DOE-STD-1020-2002 for NPH design and evaluation criteria for DOE facilities.

C. DOEG420.1-2, DOE-STD-1020 and DOE-STD-1021 al so established performance categoriesand target
probabilistic performance goals for each category. Performance categories and performance goals range
from those for conventional buildings to those facilities with hazardous materials or operations. NPH
performance categoriesarespecifiedin DOE-STD-1021-93. Theguidancefor thepreparationsof facility
hazard classification and accident analyses techniques is established in DOE-STD-1027-92 and DOE-
STD-3009-94 (CHG-1).

D. The NPH requirements have been developed to provide the necessary information that assess the NPH
safety basis for DOE facilities, which is documented in Safety Analysis Reports (SAR). The overall
approach for NPH mitigation is consistent with the graded approach embodied in the SAR. The sdection
of structure, systems and components (SSCs) which require NPH design is based on the potential hazard
from the facility quantified as necessary through accident analysis. Once the SSC's have been assessed,
DOE O 420.1 specifies the NPH requirements to ensure that the SSC's are adequately designed to resist
NPH.
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Figure 1. Natural Phenomena Design I nput Conceptual Framework

1.2 PURPOSE

A. Thepurposeof thisstandard, DOE-STD-1022-94, isto providecriteriafor sitecharacterization to provide
site-specific information needed for implementing DOE O 420.1 requirements. Additionally, the purpose

of this standard is also to develop a sitewide database related to NPH that should be obtained to support
individual safety analysisreports (SARs). Appropriate approaches areoutlined to ensurethat the current
state-of-the-art methodology is being used in the site characterization.
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1.3 SCOPE

A. Thecriteria and recommendations in this standard shall apply to site characterization for the purpose of
mitigating Natural Phenomena Hazards in all DOE facilities covered by DOE O 420.1. Criteriafor site
characterization not related to NPH are generally not included in this document unless they are deemed
necessary for clarification. General and detailed site characterization requirements are provided in the
areas of meteorology, hydrology, geology, seismology and geotechnical studies.

2. APPLICABLE DOE DOCUMENTS

A. DOE 05480.1 B, “Environment, Saf ety and Health Programfor DOE Operations,” of 9-23-86, which
establishes the Environment, Safety, and Health (ES & H) Program for DOE Operations.

B. DOE 0 420.1 CHG-3, “Facility Safety,” of 11-22-00, which establishes policy and requirements for
natural phenomena hazard (NPH) mitigation for DOE sites and facilities using a graded approach.

C. DOE O 5480.30 CHG-1, “Nuclear Reactor Safety Design Criteria,” of 3-14-01, which specifies
requirements for DOE nuclear reactor safety.

D. DOE O 5481.1B, “Safety Analysis and Review System,” of 9-23-86, which establishes uniform
requirements for the preparation and review of safety analyses of DOE operations.

E. 10 CFR Part 830, “Nuclear Safety Management,” which establishes facility safety requirements.

F. DOE-STD-1020-2002, “ Natural PhenomenaHazards Design and Evaluation Criteriafor Department
of Energy Facilities,” January 2002.

G. DOE-STD-1021-93, “Natural Phenomena Hazards Performance Categorization Criteria for
Structures, Systems, and Components,” July 1993.

H. DOE-STD-1023- 95, “Natural Phenomena Hazards Assessment Criteria,” September 1995.

l. DOE-STD-1027-92, “Hazard Categorization and Accident Analysis Techniquesfor Compliancewith
DOE Order 5480.23, Nuclear Safety Analysis Reports,” December 1992.

J. DOE-STD-3009-94 (CHG-1), “ Preparation Guidefor U.S. DOE Non-reactor Nuclear Facility Safety
Analysis Reports,” January 2000.

K. DOE G-420.1-2, “Guide for the Mitigation of Natural Phenomena Hazards for DOE Nuclear
Facilities and Non-Nuclear Facilities,” March 28, 2000.

3. DEFINITIONS
Annual Flood The maximum instantaneous peak discharge in each year of record.

Basin/Watershed Thetotal area from which surface runoff is carried away by a drainage system.
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Facility One or more building(s) or structure(s), including systems and components, dedicated to common
function (includes operating and non-operating facilities and facilities slated for decontamination and
decommissioning).

Graded Approach An approach where the design, evaluation, and construction process for SSCs require
emphasis commensurate with their mission, cost and potential consequences of failure. Accordingly,
performance categories with specified performance goals ranging from low to extremely low probability of
NPH failure are specified in DOE-ST D-1020-2002.

Hurricane intensity Hurricane-type storms are events associated with maximum sustained 1- minute wind
speeds in excess of 75 mph. The U.S. National Weather Service uses the Saffir/Simpson scale to rate the
intensity and thedamage potential of hurricanes. Thisscaleisdividedinto 5 numbers, 1 through5. Larger scale
numbers represent high wind speeds at which considerable damage occurs.

L iquefaction The suddenloss of shear strength andrigidity of saturated, cohesionless soils, dueto steady state
ground water flow or vibratory ground motion. The term seismic liquefaction (or cyclic mobility) is usedin
this Standard for liquefaction phenomena associated with seismic motions.

Magnitude A measure of the size of an earthquake. It is related to the energy released in the form of seismic
waves. Magnitude means the numerical value on a standardized scale such as, but not limited to, Moment
Magnitude, Surface Wave Magnitude, Body Wave Magnitude, or Richter Magnitude scale.

Model Building Codes Building codes containing design and construction requirements that apply to normal
commercial buildings (e.g., IBC 2000, International Building Code).

Natural Phenomena Hazard (NPH) An act of nature (for example, earthquake, wind, hurricane, tornado,
flood, precipitation, volcanic eruption, lightning strike, or extremecold or heat) which posesathreat or danger
to workers, the public, or to the environment by potential damage to structures, systems, and components.

One- (Five-) Hundred-Year Flood A flood leve which will be equaled or exceeded with a 1.0 (0.2) percent
chancein any given year.

Performance Category (PC) A classification using a graded approach in which structures, systems, or
components in a category are designed to assure similar levels of protection (i.e., meet the same performance
goal) during natural phenomena hazard events. Five performance categories ranging from O to 4 in order of
increasing level of protection have been defined in DOE-STD-1021-93, (e.g., PC-1for building structureswith
potential human occupancy; PC-4 for high hazard facilities such as nuclear power plants).

Performance Goal Themean annual probability of exceedance of acceptable behavior limits used asatarget
to develop natural phenomena hazard mitigation requirements. Numerical values for performance goals for
each performance category are provided in DOE-STD-1020.

Probable Maximum Flood The flood that may be expected from the most severe combination of critical
meteorological and hydrologic conditions that are reasonably possible in the drainage basin under study.
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Probable M aximum Pr ecipitation Thegreatest amount of precipitation for agiven duration meteorologically
possiblefor agiven sizestorm areaat a particular location at a particular timeof year, with no allowance made
for long-term climatic trends.

Probabilistic Method A technique which uses distributions of parameters (including uncertainty and
randomness) to perform an analysis. Results are expressed in terms of probabilistic distributions which
quantify uncertainty.

Response Spectrum A curvecal culated froman earthquakeacce erogramthat givesthevalueof peak response
in terms of acceleration, velocity, or displacement of a damped linear oscillator (with a given damping ratio)
as a function of its period (or frequency) of vibration. For design purposes, a set of response spectra are
usually generated for different damping ratios.

River Mile Number of miles to the mouth of a river along the course of theriver.

Seismic Sour ces Portions of the earth that have a potential for abrupt releases of energy in the earth's
lithosphere, or to causeearthquakes. Seismic sourcesmay includearegion of diff usese smicity (seismotectonic
province) and/or a well-defined tectonic structure which can generate both earthquakes and ground
deformation.

Seismogenic crust Is a portion of the earth's crust capable of generating earthquakes.

Site The area comprising or within a DOE jurisdictional unit with one or more DOE facilities that can be
represented by the same natural phenomena hazards.

Stage Elevation above some arbitrary zero datum of the water surface at a gauging station.
Structures, Systems, and Components (SSCs)

(1) Structureisan dement, or a collection of dements to provide support or enclosure such as a
building, free standing tank, basins, dikes, or stacks.

(2) Systemisa callection of components assembled to perform a function such as piping, cable
trays, conduits, or HVAC (Heating, Ventilation and Air Conditioning).

(3) Component is an item of equipment such as a pump, valve, or relay, or an eement of alarger
array such as alength of pipe, ebow, or reducer.

Subsidence The settlement or sinking of surficial geological materials on aregional or local scale.
Surface Defor mation Distortion of soilsor rocksat or near the ground surfaceby the processes of folding and
faulting as a result of various earth forces. Tectonic surface deformation is associated with earthquake

ProCcesses.

Surface Faulting Differential ground displacement at or near the surface caused directly by fault movement
and is distinct from non tectonic types of ground disruptions, such as landslides, fissures, and craters.

Tornado I ntensity Tornado intensity is generally represented by the Fujita scale. This scale, now routinely
used by the National Weather Serviceis generaly referred to as the F-scale. The F-scaleis a simple method

5
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for determining the wind speed of each tornado based on the damage observed. The scaleis divided into 13
numbers although no F-6 or greater tornadoes have been observed.

Wind Speed A scalar quantity used with respect to averaging time, ground terrain, and height above ground.
Wind speed can be described in terms of peak wind, mean wind, fastest milewind, or 3 second gust. Unless
mentioned otherwise, 3 second gust wind speed quantity measureis used in mode building codes and national
consensus standards. Each of these terms has a unique meaning:

Peak wind speed is the maximum instantaneous value of the wind speed recorded. Peak wind speed
generally occursin a1 to 3 second gust.

Mean wind speed is the value of the wind speed averaged over some time period, usually 1 or 10
minutes.

Fastest-mile wind speed is defined as the highest sustained average wind speed based on the time
required for a mile long sample of air to pass a fixed point.

3 Second gust is speed at 33 ft. (10m) above the ground in Exposure C.

4. GENERAL REQUIREMENTS

A.

The meteorologic, hydrologic, geologic, seéismological and geotechnical characteristics of a site and
its environs shall be investigated in sufficient scope and detail to provide reasonable assurance that
they aresufficiently well understood to permit an adequate evaluation of the proposed or existing site,
and to provide sufficient information to support the eval uations required by other DOE standards (e.g.
DOE-STD-1023 and DOE-STD-1020, etc.,) for implementation of NPH mitigation requirements
specified in DOE O 420.1. Site information is necessary for identifying and evaluating potential
external accident initiators and for identifying and analyzing accident consequences external to the
facility (DOE-STD-3009-94). Thesize of theregion to beinvestigated and thetype of data pertinent
to the investigations shall be determined by the nature of the region surrounding the proposed or
existing site, and shall be consistent with the performance category of the facilities. The site
characterization information should bereviewed at the sametimethehazard curves arebeing reviewed
per DOE-STD-1023-95 which is about every 10 years.

For sites containing facilitieswith SSCsin only Performance Category 1 or 2, at aminimum, sufficient
site information shall be collected so that the NPH assessment (DOE-STD-1023-95) and the design
and evaluation of thefacilities(DOE-ST D-1020-2002) can be conducted by following the procedures
provided in mode building codes or national consensus standards (e.g., FEMA 368 and IBC 2000).

For sites containing facilities with SSCs in Performance Category 3 or 4, more extensive site
characterization shall be carried out to obtain the site information for the site-specific natural
phenomena hazard assessment, and design and evaluation of DOE facilities in accordance with
DOE-STD-1023-95 and DOE-STD-1020-2002, respectively.

The site characterization shall be carried out by a review of the pertinent literature and field
investigations and shall follow the detailed requirements given in Section 5 for various NPHs. Site
experts (in various NPH) with the knowledge and experience of fulfilling the requirements stated in
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the federal regulations and standards for DOE site characterization should be consulted for defining
the program of investigations. Data and other information obtained from prior investigations shall be
used, supplemented by additional investigations at the specific location as deemed necessary by the
design professional and geoscientists.

A quality assurance (QA) program and peer review group for data used in site characterization are
required. The quality assurance program should be developed in accordance with the DOE Quality
Assurance Plan (10 CFR Part 830, Subpart A). The peer review is to be performed by independent
qualified personnel with extensive knowledge and experience in various aspects of NPH site
characterization. The quality assurance program and peer review should be conducted within the
framework of a graded approach with increasing leve of rigor employed from Performance Category
1 to 4. For sites containing facilities with SSCs in Performance Category 1 or 2, a program
conforming to mode building codes requirementswill besufficient. For sitescontaining facilitieswith
SSCsin Performance Category 3 or 4, a program approaching that or similar to that required for a
nuclear power plant is necessary. The peer review group in theses categories would help establish the
site characterization program at the outset, help resolve site-specific problems asthey arise, and help
DOE to approvetheresults. Thereview group would beinvolved from the beginning and by thetime
theassessment iscomplete, would havefirst-hand familiarity with problems/sol utions devel oped during
the effort.

10 CFR Part 100 Appendices A and B describe the nature of specific investigationsto determine site
suitability concerning seismic and geologic factors for commercial nuclear power plants. U.S. NRC
Regulatory Guide1.165 (USNRC, 1997a), U.S. NRC Regulatory GuideDG-4003 (USNRC, 1992b),
U.S. NRC Regulatory Guide 1.132 (USNRC, 1997b), and Standard Review Plan sections 2.5.2 to
2.5.3 (USNRC, 1997c) provide general guiddines for identification and characterization of seismic
sourcesand defining ground motion for commercial nuclear power stations. Thesecriteriamay beused
for the site characterization for facilities containing SSCsin Performance Category 3 or 4.

DOE sites are encouraged to develop a sitewide NPH database that can be referenced by facility
specific SARs.  Such an approach would minimize the amount of written material that would be
required in individual SARs.

5. DETAILED REQUIREMENTS

A.

Criteria are presented in this paragraph for meteorological, hydrological, geological, seismological, and
geotechnical studies to characterize the site and to provide the necessary site-specific information. The
required information is necessary to complete the hazard assessments described in DOE-STD-1023-95
and in turn to provide input for design and evaluation requirements described in DOE-ST D-1020-2002.
The scope and degree of detail of investigations to address these natural phenomena hazards depend on
several factors, which include: the performance categories of the SSCs making up the facilities; the
hazard classification of the facilities; the subsurface conditions at the site; the meteorologic, hydrologic,
and selsmotectonic environment of the siteregion; and the extent of prior knowledge, investigations, and
data regarding the site and site region. Although more detailed investigations are generally appropriate
for facilities having higher performance categories, it should be kept in mind that investigations of lesser
scope and detail may be appropriate when the existing knowledge of the site and region is extensive and
up-to-date. Similarly, although less detailed investigations would generally be commensurate with lower
performance categories, more comprehensive investigations may beneeded if acritical site hazard exists
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and/or if investigations to define the hazards have not previously been conducted. The detailed
requirements in this section are applicable for obtaining the site information which is needed for
implementation of DOE NPH requirements.

B. The criteria needed to provide site-specific information to perform wind, flood, seismic, and other
geological hazard analyses are provided in Sections 5.1 to 5.5 (see also DOE-STD-3009-94). The
meteorol ogical-related hazards include wind hazards dueto storms and tornadoes, and flood hazards due
to intense precipitation and snow. Characterization of the information needed to assess these hazards is
addressed in Section 5.2. The hydrologic hazards include flooding either from surface water or ground
water. Section 5.3 provides criteria to collect site-specific information needed to quantify these hazards.
Criteriafor seismic hazard characterization, volcanic hazards, and non-tectonic surface deformation are
provided in Section 5.4. Section 5.5 provides specific requirements to conduct geotechnical studies
relevant to the hazards being studied.

5.1SITE DESCRIPTION
A. The description of the site and boundaries shall, at a minimum, include the following:

1. The geographical location of the site for which there shall be no ambiguity for estimating the distance
from the site to the sources of potential hazards, and for the use of hazard zone maps, such as those
provided in the mode building codes.

2. A general location map to clearly define the boundary of the site and to show thereative distance from
the site to natural and man-made features, and to sources of potential hazards, such as rivers, lakes,
oceans, volcanoes, faults, dams, levees, eic.

3. Detailed mapping of topographic, hydrologic, surface, and subsurface geologic features, as appropriate
for the particular site conditions, with scales and contours suitable for NPH assessment. The
topographic map shall also show the character of surface drainage patterns and the topographic
eevation of the siterdative to near-by hydrologic features, such asrivers, streams, or lakes and local
surface drainage channds, ponds, springs and sinks at the site.

5.2METEOROLOGY

A. Thesourcesof meteorological hazardsincludewinds (straight, hurricane, and tornadowinds), precipitations
and temperature changes. Meteorological data to be collected includes: (1) wind speeds and direction, (2)
precipitation and rainfall records, and (3) air temperature. The extent of meteorological data needed to be
collected is dependent upon the performance categories of facility SSCs.

B. For sites containing facilities with SSCs in Performance Category 1 or 2, it is sufficient to utilize results
of previous probabilistic wind hazard studies, if available, or to utilize information provided in modedl
building codes or national consensus standard such as ANSI/ASCE 7-98 (ASCE, 1998b). For sites
containing facilities with SSCsin Performance Category 3 or 4, and for which no up-to-date site-specific
probabilistic wind hazard studies have been performed in accordance with specifications in
DOE-STD-1023-95, site-specific characterization criteria are provided in the following paragraphs.
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5.2.1 Regional Climatology Description and History

A. Thegeneral climate of the region shall be described with respect to the types of topographic influences,
general airflow patterns, temperature and humidity, precipitation, and relationships between regional
atmospheric conditions and local meteorological conditions.

B. Regiona extreme climatology history shall be reported with dates, event descriptions, and related
information on their effects.

5.2.2 Wind Data Collection

A. A distinction is made between three types of wind; straight winds, hurricane, and tornado winds. Site
specific characterization needs to be performed for each type of windstorm.

5.2.2.1 Straight Winds

A. Straight winds are non-rotating winds such as those found in thunderstorms. This type of wind data shall
be collected for locations near the site. On-site data shall be collected, if available, and if they meet the
following criteria

¢ Thereshall be at least 10 continuous years of annual extreme wind speed records with eevations at
which they were obtained.

+ Thetype of wind speed recorded over time shall be specified (e.g., fastest mile, peak, etc.,).

* Therecorded wind speeds shall be obtained from anemometers located in flat, open terrain.

+ Thedevations at which wind speeds are recorded shall be 10m (33 feet) above ground.

B. If the last two conditions are not met, the recorded wind speeds shall be corrected using accepted wind
boundary layer conversion methods. It ispossibleto utilize data from on-site stations for which less than
10 years of records exist if thereareasufficient number of historical records from nearby stations, within
the same topographic environment.

C. Inabsenceor lack of sufficient on-site wind record data, it is possible to utilize data collected by federal
agencies for stations close to the site (generally within 50 km) and located in a same wind environment
(stations closeto but separated by mountainous ranges from the site do not qualify). Such data havebeen
collected at 129 wesather stations (Simiu €. al., 1979) within the continental U.S. and at coastal locations
(Changery, 1985). In addition, wind speed records for more than 400 stations can be retrieved from the
National Climatic Center.

5.2.2.2 Hurricane Winds

A. Hurricanewinds are rotating winds which can top 240 km/hr (150 mph). Hurricane-prone regions of the
continental U.S. arelocated along thecoastal areas. Therearevery few wind speed recordsfrom hurricane
at coastal locations (Changery, 1985). Therefore, for sites in hurricane-prone areas and for which no
up-to-datesite-specific probabilistic hurricanewind hazard analysis has been performedin accordancewith
DOE-STD-1023-95, the meteorological data of past historical hurricanes within 400 km (250 miles) from
the site shall be collected, which include:
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Track locations (longitude and latitude) with landfall locations,

Intensity,

Reported minimal central pressure near the coast or at landfall points,
Reported maximum wind speeds near the coast or at landfall point, and
Reported forward velocity and direction near the coast or at landfall point.

. Systematic sources of data on hurricanes are available from the National Hurricane Center of Miami and

the National Severe Storm Center and the Meteorological Society of America

5.2.2.3 Tornado Winds

C.

Tornado winds are violently rotating winds which can reach speeds in excess of 320 knmvhr (200 mph).
Midwestern states, especially Oklahomaand its neighboring states havethegreatest number of historically
recorded tornadoes.

. For sites containing facilities with SSCsin only Performance Category 1 or 2, tornado data need not be

considered. For sites containing facilities with SSCs in Performance Category 3 or 4, and for which no
up-to-date site-specific probabilistic tornado wind hazard analysis has been performed in accordance with
DOE-STD-1023-95, thefollowing data shall becollected for tornadoes striking within 500 km (310 miles)
from the site:

« Tornado track (latitude and longitude),
¢ Intensity, and
¢ Length and width.

Systematic sources of data on tornadoes are available from the National Severe Storms Forecast Center
and the National Oceanographic and Atmaospheric Administration.

5.2.3 Precipitation and Snowfall Data

A.

For sites containing facilities with SSCs in only Performance Category 1 or 2, it is sufficient to utilize
model building codes or national consensus standards, or rainfall intensity frequency-duration curvesfrom
hydrometeorological reports from the National Weather Service.

For sites containing facilities with SSCs in Performance Category 3 or 4, and for which no up-to-date
site-specific probabilistic flood hazard analysis has been performed in accordance with
DOE-STD-1023-95; the following data shall be collected:

« Monthly and annual summaries (including averages and extremes) of precipitation at or near the site.
¢ Monthly and annual summaries (including averages and extremes) of snowfall and water contents at
or near the site.

5.3HYDROLOGY

A.

Thesources of hydrologic hazard include stream flooding, flood runoff, flood drainage, damfailure, levee
or dikefailure, storm surge, tsunami, seiche, wave action, volcano-induced hydrologic effects (e.g., rapid
snow pack melting, mudflows to cause dam failure and excessive siltation/sedimentation), and ground
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water rise or decline. Collection of the characteristic data of these sources which could impact the site
shall beperformed. Theimpact of these hydrologic hazards shall be defined with respect to their proximity
of the siteand its elevation.

B. Theextent of the data to characterize potential sources of flooding is dependent upon the
performance categories of the structures. For sites containing facilities with SSCs in Performance
Category 1 or 2, it is sufficient to utilizeresults of previous site-specific probabilistic flood hazard studies
(e.g., McCann and Boissonnade, 1988a, 1988b, and 1991), if available, or to utilizeinformation provided
intheflood insurance studies by Federal Emergency Management Agency (FEMA) and any other rdliable
hydrology resource as listed in Paragraph 5.3.1 .F.

C. For sites containing facilities with SSCs in Performance Category 3 or 4, and for which no site-specific
probabilistic flood hazard studies have been performed in accordance with specifications in
DOE-STD-1023-95, site-specific characterization criteria are provided in the following paragraphs.

5.3.1 Hydrological Data Collection

A. Thelocation, size, shape, and other hydrologic characteristics of streams, lakes, shoreregions, and ground
water environment influencing the site shall be described. In addition, there shall be a quantitative
description of existing and planned water control structures that may influence the hydrologic conditions
at the site

B. The hydrologic events which are potential sources of flooding for the site should be determined. The
hydrologic events considered shall include:

Hydrologic Events Sources

* River Flooding Precipitation, snow melt, debris jams, ice jams, rapid sedimentation
(volcano)

¢ DamFailure Earthquake, flood, volcano, landdlide, static failure

* Leveeor Dike Failure Earthquake, flood, static failure, upstream dam failure,
landslide, volcano

* Flood Runoff/Drainage Precipitation, ponding, drainage capacity

¢ Tsunami Earthquake

e Sdche Earthquake, wind

e Storm Surge Hurricane

+ Wave Wind, Tsunami

e Ground Water Precipitation, ponding, flooding, drought and over pumping

¢ Mudflows Volcano, earthquake

¢ Subsidence-induced Flooding  Fluid extraction (e.g., Gulf Coast, Sacramento Valley, €c.,)

C. The necessary hydrologic event data shall be collected to determine the flood sources and used to evaluate
potential flood hazards at the site.

D. This data collection process is iterative. Initial data requirements focus on the need to identify potential
sources of hydrologic hazards to the site.  For each flood hazard a summary of hazard

11
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characteristics shall be provided. Only the worst case flood hazard should be summarized in detail. The
summary shall includethe proximity of the potential source of flood hazard to the site and include applicable
reasons why certain sources are unlikely or present negligible consequences for the site.

For hydrologic eventsthat can pose a hazard, additional data shall be required to perform hazard assessment.
Data sources should include, but not be limited to:

Walkdown of site and vicinity

Topographic maps (site-specific and regional)

Aeria photographs

Hydrologic data (i.e., stream gage data)

Historical flood events reports

Federal Emergency Management Agency's flood insurance studies
Dam break studies

The sources of available data include past site-specific hydrological studies by DOE and DOE-sponsored
contractors, studies performed by other government agencies (e.g., U.S. Army Corps of Engineers, U.S.
Bureau of Reclamation, U.S. Geological Survey, Flood Insurance Administration, Department of Water
Resources, Agricultural Department, National Westher Service, €tc.,), universities, and privateorganizations.

G. Sections5.3.2105.3.11 provide criteria needed to define site specific information for each hydrologic event.

5.3.2 Flood History

A.

Local and regional flood history with potential causes of flooding under extreme conditions shall be reported
with date, level, peak discharge, and relatedinformation. A flood isdefined asan abnormally high water stage
or overflow fromastream, floodway, lake, or coastal area. Thisincludesriver floods, surges, seiche, tsunami,
damfailures, ice or debrisjams, and floods induced by landslides or similar events. Safety-related structures
should not be built on a floodplain unless this is absolutdly necessary.

5.3.3 River Flooding

A.

B.

Each river in theregional area of the sitethat could impact the site shall be identified and characterized with
respect to its location and elevation rdative to the site.

Theboundaries of theregion to beinvestigated for river flooding hazard depends primarily whether therivers
could cause floods large enough under extreme conditions to contribute to flooding at the site. Regional
investigations shall be conducted for rivers relatively close to the site (in general, rivers with flood plain
boundaries less than a few kilometers from the site).

12
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For rivers which could be potential sources of siteflooding, the potential for flooding shall be characterized
by collecting the following information:

* Location and eevation of therivers at the location closest to the Site,

« Historical records of stream flow data (maximum yearly peak discharge and stage elevation) with
recording location, Probable maximum flood level, that may be expected from a combination of the most
critical meteorological and hydrologic conditions,

¢ Characterization of the geometric and hydraulic properties of the channe closest to the site. The
geometric propertiesof thechannd include M anning's roughness coefficient and top-width e evationtables
for cross sections, and streambed slope.

+ For sites with poor or inadequate historical data, results of paleoflood analyses should be provided for
sites containing facilitieswith SSCsin Performance Category 4 if thereis a potential of flood at the site.

*  Presence of bridges or natural river flow constrictions which could cause flooding dueto ice or debris
jams.

. For rivers for which no peak discharge records are available, the following information shall be gathered:

¢ Characteristics of the watershed basins of theriver,
* Properties of the drainage basins including topographic maps of the basin and land cover maps.

5.3.4 Dam, Levee, or Dike Failure

A.

Historic experiences and analytical studies indicate that floods associated with a dam break can significantly
exceed flood levels that occur dueto natural events. All dams upstream on riversin theregional area of the
siteshall beidentified and their characteristics summarized. These characteristicsinclude: dam name, owner
of dam, type of dam (e.g., earth fill, concrete, etc.,), year of completion, river name and location (e.g., river
mile), total height, capacity, and closest distance from theriver to the site.

For damsthat could pose athreat to the site should they fail, a detailed collection of data shall be conducted.
Failures of dams that could pose a hydrologic hazard to the site include dams close enough to the site with
relatively large storage capacity or distant damswith large storage capacity. The collection of dataincludes
collecting existing dam break studies or data necessary to perform dam break analyses.

For dams for which dam break studies have been conducted as part of dam safety emergency

management planning evaluations, results of these studies shall be collected, including date of study, dam
failure scenario (e.g., flood, earthquake, static failure dueto internal erosion), peak discharge and elevation
at closest point from site.

For dams for which no dam break studies are available or for which dam break studies are unavailable for
all the potential hazards (seismic, flood, landslide, upstream dam failure), data shall be collected to conduct
such studies.

The data to be collected include data necessary to perform ariver flooding hazard analysis of theriver reach
upstream of the dam and/or upstream dams, seismic hazard analysis, potential landslide hazard analysis of
the embankment or the dam itself, and dam break analysis. These data include:

¢ Results of seismic hazard analysis (Section 5.4),
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+ Data necessary to perform upstream river flooding hazard analysis (Section 5.3.3),

« Data on dam and dam characteristics, such as that described in Section 5.5, necessary to evaluate its
resistance to the seismic loads and overtopping. These data include the material properties of the dam
and abutment, characteristics of gates and other mechanical equipment which could affect the dam
performance,

Reservoir depth, length and storage eevation tables,

Manning's roughness coefficient, and top-width eevation tables for downstream cross sections,

For overtopping events the depth of overtopping at which failure occurs,

In the case of hydrologic events, an inflow hydrograph, and

Ouitflow characteristics for emergency spillway, outlets, and turbines.

5.3.5 Storm Surge

A.

For siteslocated within regionsthat experience hurricanes or strong storm squalls and which arelocated close
to large bodies of water, data on surges associated with such storms shall be collected from available flood
hazard analyses.

For cases where no such data are available, data necessary to perform joint probability hurricane frequency
hazard analysis (e.g., Ho et al., 1987) shall be collected along with data on bathymetric characteristics of the
coastline (depth tables), tide levels, and local topographic data between the site and large bodies of water.

The data necessary to performjoint probability hurricane frequency hazard analysis are specified in Section
5.222.

5.3.6 Tsunami

A.

Tsunamis are ocean waves generated by vertical sea-floor displacements associated with large offshore
earthquakes. Such earthquakes may be those occurring closeto a site or at great distances from asite. For
sites located near an ocean, seismic data shall be collected to assess the potential for off-shore earthquakes
which could create tsunami. Data collected shall include historical records of tsunami occurrencein the site
region. Should potential for tsunami exist, local topographic data between the site and the ocean shall be
collected and evaluated. Paleo data should becollected for sitescontaining facilitieswith SSCsin Performance
Category 4 in case of no historical records of tsunami available at the site.

5.3.7 Seiche

A.

Seiches are undulations of the surface of a body of water such as a bay, lake, or reservoir, set up by
interaction of the water body with seismic forces, winds, and atmospheric pressure. For sites located near
largebodies of water, seismic and meteorol ogic data shall be collected to assessthepotential of creating seiche
effects. Should this potential exist, local topographic data between the site and large bodies of water shall be
collected and evaluated.
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5.3.8 Wave Action

A.

For siteslocated near bodies of water and in regions exposed to extreme winds, wind data shall be evaluated
to assessthewaveaction. Should this hazard exist, water depths, fetch characteristics, and local topographic
data between the site and large bodies of water shall be collected and eval uated.

5.3.9 Landdlide and Volcano Created Natural Hydrological Consequences

A.

Land diding into ariver can dam theriver and poseaflooding hazard upstream within theimpoundment area
or downstream in the event of overtopping of the dam. Tectonic uplift can have a similar damming effect.
Volcanic eruption debris can create natural dams in narrow valleys and potential flood hazards. Volcanic
eruption may also be causes of mudflows, rapid sedimentation in river, and rapid snowmelt, thus, to create
potential flood hazards. Stability of slopes whose failures may cause this hazard shall be investigated. For
regions with potential volcanic activity, topographic data shall be collected to indicate the likely locations of
valley damming which could impact the site.

5.3.10 Flood Runoff/Drainage

A.

C.

Intense precipitation or snow melt may create local ponding or overland flooding when the soil infiltration
capacity is exceeded. In addition, drainage capacity may be exceeded creating additional flooding.

. The data to be collected are the local topographic characteristics of drainage areas including depressions,

terrain slope, nature of soil vegetation or Manning's coefficients, and sail infiltration indices.

Data characteristics on precipitation and snowfall are provided in Section 52.3.

5.3.11 Ground Water Hydrology

A.

Intense precipitation or snow melt and infiltration can cause ground water to riseand eventually to flood sites.
For sites with shallow ground water tables, data on regional and local aquifers shall be collected, including
formations and sources of the aquifers, local well log records, and drainage capacity.

Over pumping, reduced recharge and droughts can cause significant declinesin ground water levels. Thiscan
lead to land subsidence and well failure. For sites that use ground water for production, cooling, or human
consumption, or may be subject to land subsidence, record shall be kept of ground water level trends on a
quarterly (minimum) basis. The water-level data should be adequate to document any long-term safety or
environmental effects of ground water withdrawal.

5.4 GEOLOGY AND SEISMOLOGY

A.

The seismic-related hazards include site earthquake ground shaking, tectonic site deformation (fault rupture
and associ ated tectonic surfacedeformation), ground failureinduced by ground shaking including liquefaction,
differential compaction and land sliding, and earthquake-induced flooding. Other geological hazards to be
addressed include non-tectonic site deformation and volcanic hazards.
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B. Theextent of theinvestigation to characterize the seismic-related hazards is dependent upon the performance
categories of the structures, the geological and seismologic environment of the site region, and the local soil
conditionsat thesite. Geologists, seismologists, geophysicists, and geotechnical engineerswith theknowledge
and experience of fulfilling the requirements stated in the Federal Regulations and Standards (e.g., 10 CFR
100 Subparts A and B, NRC R. G. 1.165, NRC R.G. 1.132, DOE O 420.1, €ic.,) for site characterization
for DOE facilities should be consulted for defining the program of the investigation. Site experts who are
knowledgeable of geological, seismological, and geotechnical aspect of site characterizations should also be
consulted.

C. For sites containing facilities with SSCs only in Performance Category 1 or 2, it issufficient to utilize results
of previous site-specific probabilistic seismic hazard studies, if available, or to utilize information provided
in the modd building codes or national consensus standards (e.g., FEMA 368, IBC 2000). For sites
containing facilities with SSCsin Performance Category 3 or 4, and for which no site-specific probabilistic
sdsmic hazard studies have been performed in accordance with DOE-STD-1023-95, site-specific
characterization criteria are provided in the following paragraphs.

5.4.1 Seismic Sour ces

A. Seismic sources define areas where future earthquakes are likely to occur. All Seismic sources in the site
region that could cause significant ground shaking at the site shall be identified and characterized. Seismic
sources may include seismogenic sources and capable tectonic sources. A seismogenic sourceis a portion of
theearthwhichis considered to have uniform seismicity. A seismogenic sourcemay beawd|-definedtectonic
structure or simply a large region of diffuse seismicity. A seismogenic source would not cause surface
displacement. A capable tectonic source is a tectonic structure which can generate both earthquakes and
ground deformation. Geological, geophysical and seismological investigations providetheinformation needed
to identify and characterize source parameters, including the location, size, and geometry of the seismic
sources, maximum earthquake, and frequency of occurrenceof earthquakes of various magnitudes (earthquake
recurrence).

B. Thepotential for fault rupture and associated tectonic surface deformation at the site (e.g., tilting or folding)
shall also beevaluated. Theamount and style of deformation and the likelihood of future displacement shall
also be characterized for any Quaternary (approximately last 2 million years) faultsin close proximity to the
site (within about 8 km or 5 miles).

5.4.1.1 Seismic sour ce identification data

A. All seismic sources that could contribute significantly (more than 5 percent to the total hazard) to a
probabilistic ground motion assessment, as described in DOE-STD-1023-95, shall be identified and
characterized with respect to their location and geometry relative to the site. The following items shall be
considered in collecting data for seismic source identification:

1. Areaof investigations. The boundaries of the region to be investigated for seismic hazards depend
primarily onwhether distant seismic sources could causeearthquakeslargeenoughtogovernor contribute
significantly totheground motion at thesiteand the performance category of facility SSCswithinthesite.
Thesizes of theregions to beinvestigated should be large enough to adequately characterize the hazards
that can affect thesite. The choice of an area and justification of that choiceis the responsibility of the
investigator. The results of a scoping hazard study may be utilized to aid in determining the area of
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investigation of the site. Additionally, Senior Seismic Hazard Analysis Committee (1997¢) provides a
methodology for characterizing seismic sources linked to completing a probabilistic seismic hazard
analysis (see DOE-STD-1023-1995). If such a study clearly shows that the near site features dominate
the hazard, more extensive siteinvestigations should be madein the near field. McConnell et al., (1992)
provides an iterative approach for identification of the regions to be investigated to identify fault
displacement hazards and seismic hazards at a geologic repository in the Western United States (WUS)
based on areview of the pertinent literature, rlevant field investigations, and consideration of alternative
tectonic models. For investigations of sites containing facilities with SSCs in Performance Category 4
such as nuclear reactor safety, U.S. NRC Regulatory Guide R.G. 1.165 (USNRC, 1997) provides
guidance for identification of the regions to be investigated:

Regional investigations using literature reviews and geological reconnaissance should generally be
conducted for aradius of 320 km (200 miles) from the site, unless clearly justified.

Geological, seéismological, and geophysical investigations should be carried out for aradius of 40 km (25
miles) from the site to identify and characterize the seismic and surface deformation potential of seismic
sources, or to demonstrate that such structures are not present.

Detailed geological, geophysical, seéismological, and geotechnical (GGSG) investigations should be
conducted for aradius of 8 km (5 miles) from the site to determine the potential for surfacetectonic and
non-tectonic deformations in the site vicinity.

Theareaof detailed GGSG investigations may belarger than a5-mileradiusin regionsof late Quaternary
earth movements or historical seismic activities, or wherea siteis located near a fault zone, or complex

geology.

Typeof investigations. Thereare several acceptabletypes of investigationsto identify seismic sources.
Different techniques are required depending on the geologic setting and tectonic environment. In most
cases, more than one approach must be used and the reiability of the results depends on the experience
and competence of the investigators for synthesizing and interpreting various types of geological,
seismological, and geophysical data. Types of investigations include:

Analysis of aerial photographs and other remote sensing imagery

Geologic, including stratigraphic and structural, reconnaissance and mapping

Geomorphic analysis (e.g., fault scarp morphology, terrace profiling, geodetic land surveys)

Analysis of local and regional geophysical data (e.g., seismic reflection, seismic refraction,
aeromagnetics, gravity, etc.,)

Subsurfaceinvestigations of suspected fault traces (e.g., trenching, geophysical investigations, borings)
Age dating techniques including radiometric (e.g., carbon 14, thermoluminescence), chemical (e.g.,
pedogenic soils), biological (dendrochronology), and evolutionary (palynology)

Listingof al historically reported earthquakes (including instrumentally recorded data) that areassociated
with sesmic' sources, any part of which is within a radius of 320 km (200 miles) of the site, and
seismicity analysis, including dateof occurrence, earthquakesizes (intensity and/or magnitude), epicentral
locations, focal depths, and focal mechanisms

Corrdation of seismicity with geologic structure

Interpretation of stress orientation from focal mechanisms, geologic indicators, fidld experiments (e.g.,
hydrofracturing, borehole breakout investigations), and geodetic data

Sour ce zones. In the stable continental region of the Eastern U. S. (EUS), away from tectonic plate
margins, it generally has not been possible to associate seismicity with specific geologic structures
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(Johnston, 1996). Historic or prehistoric EUS earthquakes associated with specific geologic structures
have been identified in only a few instances (e.g., Meers fault in Oklahoma). Thus, in the EUS,
earthquake sources are usually defined for ground motion analyses as source zones (areas or volumes of
the earth's crust) having uniform earthquake potential (uniform earthquake recurrence and uniform
maximum earthquake magnitudethroughout theareq). Typically, sourcezones are defined primarily on
the basis of the spatial distribution of observed seismicity complemented by information on the regional
geologic structure and tectonics. Such source zones also exist in the Western U. S. (WUS) in areas of
lower seismicity and alluvial valleys where active faults have not been identified.

Activefaults. Asdefinedin NRC R G. 1.165 (19974), an active fault is part of capabletectonic source
which is essentially characterized by the presence of surface or near surface deformation of geologic
deposits of a recurring nature within the last approximately 500,000 years or at least once in the last
approximately 50,000 years or/and an association with one or more large earthquakes or sustained
earthquake activity which are usually accompanied by significant surface deformation. All Quaternary
faults within about 25 to 50 km of a site should be assessed to determine if they are significant
contributorsto the seismic hazard of thesite. Detailed site characterization is necessary for activefaults
within a radius of 8 km (5 miles) of a site as input to the probabilistic seismic hazard analysis and the
vibratory ground motion estimation. In the WUS, the focus of seismic source identification is on
identifying active faults or fault-related features (such as fault-related anticlinal folds) that are observed
at the ground surface. This focus is appropriate because large earthquakes (historic and prehistoric)
typically have occurred on mapped active faults in the WUS. It is also appropriate to define seismic
source zones in the WUS to incorporate that portion of the seismicity (typically
small-to-moderate-magnitude earthquakes) that does not appear to be associated with identified discrete
faults. Thegeological, seismological and geophysical investigationstoidentify thelocations and geometry
of faults that may be significant seismic sources shall, to the extent practical, address the following
factors:

Rate of Fault Movement. In evaluating the rate of fault movement, the following factors must be
considered: historical and geol ogic evidenceregarding thedisplacement history (especially the Quaternary
displacements) of the fault, historical and instrumental seismicity data, structural relations that may
suggest kinematic linkages to a known active fault, and the regional tectonic setting.

Senseof Slip (styleof faulting). For casesinwhich afault hasexperienced slip in morethan onedirection
duringits history, emphasis should beon assessingitsmost recent slip sense. Thehorizontal and vertical
components of displacement and at least a general assessment of the fault dip are required to properly
classify the sense of dlip on a fault.

Fault Dip and Down dip Width. Tomodd fault sourcesin three-dimensions, an assessment must bemade
of the dip of the fault throughout the seismogenic crust. The down dip width of afault cam be assessed
indirectly based on the estimated maximum depth of the seismogenic crust and thedip of thefault source.
Example approaches to determine the angle of dip are (1) Use geometry of foreshock/aftershock
earthquakefoci to definefault plane orientation; (2) Seismic reflection profiles, where available; and (3)
Details of outcrop patterns along range-front.

Buried or Blind Faults. Blind potential seismic sources can beidentified by a combination of subsurface
interpretations (e.g., balanced cross sections, seismic reflection) coupled with evidence for
geologically-young deformation (e.g., folding of Quaternary deposits and surfaces). Asan example, the
location and dimensions of an interpreted blind thrust ramp are important to the assessment of the
maximum magnitude that the ramp may be capable of generating, and the rate of dlip will beimportant
to estimating recurrence.
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Fault Segmentation. Fault zones usually consist of individual fault segments. Fault segmentation
providesameansfor estimating the expected length of fault ruptures. Thelocations of fault ssgmentsand
the boundaries between segments shall be evaluated.

Sour ce-to-sitedistance. Thefactorsdescribed above, which governthelocation and geometry of seismic
sources, providethe basis for establishing the distance between the site and the earthquake source. The
measure of the source-to-site distance used in the seismic hazard analysis (e.g., epicentral distance or
closest distance to the fault rupture surface) may vary depending upon the procedure used to estimate
earthquake attenuation effects.

5.4.1.2 Seismic sour ce char acterization

A. Theranges of potential seismic sources and the uncertainties in seismicity parameters should be defined as
required in DOE-STD-1023-95.

B. The characteristics of a seismic source may include:

Source zone geometry (location and extent, both surface and subsurface),

Description of Quaternary displacements (sense of slip on the fault, fault dimensions, age of
displacement, estimated displacement per event, estimated magnitudes per offset, rupturelengthand areg,
and displacement history or uplift rates of seismogenic folds),

Historical and instrumental seismicity associated with each source,

Paleoseismicity,

Relationship of the fault to other potential seismic sourcesin theregion,

M aximum earthquake the source would be capable of producing,

Recurrence mode (frequency of earthquake occurrence versus magnitude).

C. Maximum earthquakes are usually assessed in two principal ways.

1. Estimate the maximum dimensions of future ruptures and relate those dimensions to magnitude. This

approach, which is geared toward characterizing the dimensions of faults, is commonly applied in the
WUS. The dimensions of ruptures and/or amount of displacement that might be expected on a fault of
interest are estimated from geologic investigations designed to assess what has occurred during past
ruptures. Asmany of therupturedimensionsas possible should be used to lend stability to the magnitude
estimates. Also, the uncertainties in the values of the rupture parameters should be incorporated (e.g.,
National Research Council, 1988; Coppersmith and Y oungs, 1986; 1990).

. Consider the size of historical earthquakes associated with the source and with tectonically-analogous

sources. However, this approach should only be applied after it has been shown that the approach
commonly used in the WUS as described aboveis not applicable. Common acceptable approaches used
in assessing maximum earthquakes in the Eastern United States (EUS) are: (1) take the source zone's
maximum historical earthquake as the maximum; (2) take the maximum historical earthquake and add
an arbitrary magnitude (or intensity) increment toit; or (3) draw an analogy to another source zone and
usethemaximum historical earthquake associated with that source. The maximum earthquakes can also
be evaluated based on the opinions provided by a pand of experts with knowledge of the site region
(Bernreuter et al., 1989; Coppersmith and Y oungs, 1990).
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D. Probabilistic seismic hazard analysis also requires the specification of the recurrence or frequency of
occurrence of earthquakes of various magnitudes; each seismic source requires its own recurrence
relationship. For largeareal source zones, historical seismicity data are usually used to estimate earthquake
recurrence rates. However, observed seismicity is usually insufficient to characterize adequately the
recurrence curvefor a given source throughout the range of magnitudes up to the maximum. It isimportant
to correct the earthquake catalog for completeness of seismicity data to be used for probabilistic seismic
hazard analysis. Thefollowing geological data shall be used to estimate the repeat times for large events:

« Geologic recurrenceintervals. The geologic record capturesthe occurrence of earthquakes by recording
direct stratigraphic displacementswithin thefault zone; uplift, subsidence, or other tectonic deformation;
or secondary effects related to seismic shaking such as liquefaction and land sliding.

« Fault dip rate. Fault dlip rates, derived from the amount of slip that has occurred over a
geologically-defined interval, can be used to estimate average earthquake recurrencerates. Slip ratesare
determined by assessing the amount of fault displacement of a geologic unit having a known age.

« Temporal clustering. Earthquakes occurring on a seismic source may be clusteredintime. The potential
effects of temporal clustering on estimated recurrence rate should be considered.

5.4.1.3 Surface-fault rupture and associated defor mation

A. A sitelocation that has a potential for surface-fault rupture and associated deformation from active faults
should beavoided. Whereit is determined that surfacedeformation need not betakeninto account, sufficient
data or detailed studies to clearly justify the determination should be presented. Requirements for setback
distancefrom activefaults for hazardous waste treatment, storage, and disposal facilities can befound from
Environmental Protection Agency regulation (40 CFR 264).

B. The presence or absence of Quaternary faulting at the site needs to be evaluated to determineif thereis a
potential hazard dueto surfacefaulting. The potential for surface fault rupture should be characterized by
evaluating: (1) thelocation and geometry of faultsrdativeto thesite; (2) natureand amount of displacement
(sense of dip, cumulative dip, dip per event, and nature and extent of related folding and/or secondary
faulting); and (3) thelikelihood of displacement during some future period of concern (recurrence interval,
dip rate, and eapsed time since the most recent displacement, see USNRC SRP 2.5.3).

C. For assessing the potential for fault displacement, the details of the spatial pattern of thefault zone(e.g., the
complexity of fault traces, branches, and en echelon patterns) may be important as they may define the
particular locations where fault displacement may be expected in thefuture. The amount of dlip that might
be expected to occur can be evaluated directly based on paleoseismic investigations or it can be estimated
indirectly based on the magnitude of the earthquake that the fault can generate.
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5.4.2 Vibratory Ground Motions

A.

After seismic sourcesintheregion of asitearedefined, vibratory ground motionsat the site can be estimated
using criteriathat are specified in DOE-STD-1023-95. Thevibratory ground motions are generally defined
by the horizontal and vertical response spectra corresponding to the expected ground motion at the free-field
ground surface. Theestimateof vibratory ground motionsat the site should be based on adetailed evaluation
of the earthquake potential taking into account regional and local geology, tectonics, seismicity, aswel as
specific local soil conditions.

In general, thefactorsthat influencesite ground motionsincludethe characteristics of the earthquake source,
thetravel path between the source and the site, and the local site conditions.  Assessment of the influence
of local soil conditionsisdescribed in Section 5.5.2. The attenuation effect of the geological materialsinthe
trave path (e.g., Q factor) shall be estimated by regional seismology studies or based on the strong ground
motion data, if a sufficient data base is available. The effect of local geology and rock conditions on the
ground motions shall also be considered. With respect to the first two factors (i.e., earthquake source and
trave path), it issuggested that oneor both of thesefactors can result in significant differencesin earthquake
ground motions in three broad tectonic regimes in the United States -- the Central and Eastern U.S. (EUS),
WesternU.S. (WUS), and areasinthevicinity of subduction zones. Precise geographic limitsfor theregions
are not defined, but the WUS and EUS are generally west and east, respectively of the Rocky Mountains,
while subduction zone earthquakes in the United States occur only along coastal northwest California,
Oregon, Washington, and southern Alaska. Based on recent ground motion study by Electric Power Research
Institute (EPRI, 1993), the EUS area can be further subdivided into the Mid-continent and the Gulf Coast
regions. Different attenuation relationships would thus be appropriatefor each region. Thus, care must be
taken and uncertainties must be recognized in utilizing data bases, relationships, and methodologies
applicable to each region.

In the WUS, particularly coastal California, relatively well-constrained attenuation relationships (i.e.
relationships between earthquake magnitude, source-to-site distance, and ground maotion amplitude, e.g.
Boore et al., 1993; Joyner and Boore, 1988; Campbell, 1985; Boore and Joyner, 1982, Abrahamson and
Silva, 1997, Boore et al., 1997, Campbdl, 1997, Sadigh et al., 1997) have been developed from a data base
of abundant strong ground motion recordings from shallow crustal earthquakes. Estimates of site ground
moations for shallow crustal earthquakes in the WUS can be made using these attenuation relationships or
through appropriate statistical analyses of strong ground motion data sets. 1f ground motion estimates are
required for particular combinations of source geometry, earthquake size, and/or crustal structurethat are
not represented in the empirical data, theoretical/numerical ground motion modeling techniques can be used
to evaluatevarious sourceand path effects and extend the empirical models beyond thelimits of therecorded
data.

In the EUS, there are rdatively few strong ground motion recordings, particularly for larger magnitude
earthquakes. Empirical ground motion attenuation relationships can be developed by using ground mation
recordings from the EUS enhanced by recordings from other regions of the world similar to the EUS.
Attenuation relationships can also be obtained on the basis of theoretical/numerical ground motion modes
(Toro e al, 1997, Atkinson and Boore, 1995). Since there are limited calibration and verification from
ground motion data for these models, the greater uncertainty involved shall be recognized in using the
attenuation relationships. The WUS versus EUS correction factors may be developed using stochastic
ground motion models as well as using available EUS and WUS data for generic site categories (McGuire,
et. a., 2001). Comparison of empirical Western North America (WNA) amplification factors for deep stiff
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soil to computed factors for Eastern North American (ENA) can be found in Guidelines for Determining
Design Basis Ground Motion (EPRI, 1993).

Thereare considerabl e ground motion data from subduction zone earthquakes, and attenuation rel ationships
specific to subduction zone environments have been developed from this data base (Crouse, 1991; Y oungs,
et al.,1988; Langston, 1981: Youngs, et. a., 1997). The relationships can also be developed from a
combination of empirical data and data simulated with theoretical/numerical models (Wong et al.,1993;
Eaton and Herzl, 1989; Ihnen and Hadley, 1986, Atksinson and Boore, 1997). In general, attenuation
relationships for ground motions from subduction zone earthquakes are less constrained by data and more
uncertain than for shallow crustal earthquakes in the WUS. Because thereis a great deal of scatter in the
data, the variability should be quantified in the estimate of vibratory ground motion at the site.

5.4.3 Earthquake-1 nduced Flooding

A.

Earthquake-induced flooding at a site can be caused by avariety of phenomenaincluding seiches, tsunamis,
failures of dams and levees, land sliding within or into bodies of water, and tectonic uplift or subsidence.
Criteria of site characterization for these hazards are specified in Section 5.3.

Theinvestigation of a potential earthquake-induced flooding hazard involves assessing either or both of (1)
whether thereis any exposure of afacility to aflooding hazard (e.g., whether a facility is located adjacent
to a body of water, located downstream of a dam, etc.,) and (2) whether thereis a significant likelihood of
the hazard occurring to a degree sufficient to cause flooding of the facility site (e.g., whether there is
significant risk of atsunami wave high enough to causeflooding, significant risk of adamfailure, etc.,). The
assessment of earthquake-induced flooding hazards may requireinvolvement of disciplinary expertise other
than geology and seismology, such as coastal engineering inthe case of tsunami phenomenaand geotechnical
and structural engineering in the case of potential for dam failure.

5.4.4 Other Geologic Hazards

A. Other geologic hazards that should be the subject of appropriate geological investigations include volcanic
hazards and non-tectonic surface deformation.

5.4.4.1 Volcanic hazards

A. Recentvolcanicactivity isrestricted tolimited areas of theWestern United States. |nmost places, volcanism

does not pose asignificant hazard. Inregionswhererecent volcanic activity (Quaternary) has occurred, the
likelihood of renewed volcanic activity and the associated potential hazards shall be assessed. Potential
volcanic hazardsmay include: lavaflows, ballistic projections, tephra(ash) falls, pyroclastic flowsand debris
avalanches, laharsand flooding, seismic activity, ground deformation, tsunami, atmaospheric effects, and acid
rains and gases. Discussions on assessment of volcanic hazards are given by Hoblitt et al. (1987), Tilling
(1989), and Lawrence Livermore National Laboratory (1990). The DOE Standard for volcanic hazard
assessment is not yet available.  For those few sites need vol canic hazard assessment, their approach used
to assess volcanic hazards should be approved by DOE.
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5.4.4.2 Non-tectonic surface defor mation

A.

Non-tectonic phenomena that can result in surface deformation at a facility site include glacially-induced
faulting, growth faulting, collapse due to underground voids such asfound in Karst terrain, and subsidence
due to extensive fluid withdrawal.

Glacially-induced faults generally do not represent a significant displacement hazard because the conditions
that created themarenolonger present. If residual stressesfrom Pleistoceneglaciation arestill present, these
features should be investigated with respect to their relationship to current in-situ stresses.

Theexistence of cavitiesin some geological materials (e.g. limestone, gypsum, anhydrite, etc.,) may lead to
ground collapse. If collapse features are present, they shall be considered and investigated with respect to
their potential for causing deformation of the facility site and, if so, whether engineered stabilization
measures are feasible.

Large, naturally occurring growth faults, as found in the coastal plain of Texas and Louisiana, can pose a
surface displacement hazard even though offset most likely occurs at a slower rate than that of tectonic
faults, they shall beidentified and avoided in siting, and their displacements shall also be monitored. Some
growth faults and antithetic faults related to growth faults are not easily identified; therefore, investigations
of the potential amount and character of displacement shall be undertaken in regionswheregrowth faultsare
known to be present.

5.5 GEOTECHNICAL STUDIES

A.

Geotechnical studies may include investigations for: (1) defining site soil properties as may berequired for
hazard evaluations, and engineering analyses and designs; (2) assessing local soil site effects on ground
moations; (3) carrying out soil-structure interaction analyses; and (4) assessing potential of soil failure or
deformation induced by ground shaking (liquefaction, differential compaction, land sliding, etc.).

Theextent of investigation to determinethe geotechnical characteristics of asitedepends ontheperformance
categories of thefacilities, the subsurface conditions, and the extent of availableinformation. For facilities
with SSCs in Performance Category 4, the geotechnical studies shall include, at a minimum, the
investigations specified in Sections 5.5.1 through 5.5.4 (see USNRC R. G. 1.132). Reduced scope of
investigation is allowed for sites containing facilities with SSCs in Performance Category 3 or lower, if the
additional uncertainties resulting from the less extensive investigation are acceptable and justified based on
analyses by the project team. By working with experienced geotechnical engineers and geologists, an
appropriate scope of investigations can be developed for a particular facility.

5.5.1 Site Investigations

A.

Site investigations shall be conducted for facilities if the siteinformation is not available or insufficient for
NPH assessment and design/evaluation of the particular facilities. Soil/rock profiles (cross-sections) at the
locations of thefacilities shall be provided based on the results of siteinvestigations. The quantification of
site soil/rock properties, such as classifications, strengths, compressibilities, densities, and wave ve ocities,
is needed for engineering design, and evaluations of soil amplification, soil-structure interaction, potential
for liquefaction, differential compaction, and land sliding. The properties required are intimately linked to
the designs and evaluations to be conducted. For example, for analyses of soil response effects or
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soil-structureinteraction, assessment of strain dependent soil dynamic modulus and damping characteristics
are needed. An appropriate site investigation program shall be developed in consultation with the
geotechnical engineering representative of the project team.

5.5.1.1 Subsurface exploration

A.

Subsurface conditions shall be determined by means of borings, soundings, well logs, exploratory
excavations, sampling, geophysical methods (e.g., crosshole, downhole, and geophysical logging) that
adequately disclosesoil and ground water conditions. Appropriateinvestigations shall be madeto determine
the contribution of the subsurface soils and rocks to the loads imposed on the structures subjected to NPH.

The extent of subsurface investigations is dictated by the performance category of the facilities, by the
foundation requirements, and by the complexity of the anticipated subsurfaceconditions. For sitescontaining
facilitieswith SSCsin Performance Category 3 and 4, the QA requirements should beextended toretrieving,
transportation, handling and testing of soil samples. Thelocations and spacings of borings, soundings and
exploratory excavations shall bechosento adequately definesubsurfaceconditions. Subsurfaceexplorations
shall belocated to permit the construction of geological cross sections and soil profiles through foundations
of safety-related structures and other important locationsat thesite. Sufficient geophysical and geotechnical
data should be obtained to allow for reasonabl e assessments of representative soil profileand soil parameters
and their variabilities across the site.

5.5.1.2 Laboratory tests

A.

A laboratory testing program shall be carried out to identify and classify the subsurface soils and rocks and
to determine their physical and engineering properties. For evaluation and design of DOE facilities with
SSCsin Performance Category 3 or 4, laboratory tests for both static and dynamic properties (e.g., shear
modulus, damping, liquefaction resistance, etc.,) are generally required. The dynamic property tests may
include cyclic triaxial tests, cyclic simple shear tests, cyclic torsional shear tests, and resonant column tests.
Both static and dynamic tests shall be conducted as recommended in American Society for Testing and
Materials (ASTM) standards or test procedures acceptableto the DOE. The ASTM specification numbers
for static and dynamic laboratory tests can befound intheannual booksof ASTM Standards, Volume04.08.
Examples of soil dynamic property and strength tests are shown in Table 1, Sufficient laboratory test data
should beobtained to allow for reasonabl e assessments of median values of soil properties and their potential
variability.
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Table 1. Examples of Soil Dynamic Property and Strength Tests

D 3999-91 Standard Test Method for the Determination
of the Modulus and Damping Properties of
Soils Using the Cyclic Triaxial Apparatus

D 4015-92 Standard Test Methods for Modulus and
Damping of Soils by the Resonant-Column Method

D 5311-92 Standard Test Method for Load Controlled
Cyclic Triaxial Strength of Soail

For coarse geological materials such as coarse gravels and sand-gravel mixtures, special testing equipment
and testing facility should be used, (e.g., University of California Rockfill Testing Facility, Richmond,
Cdlifornia). Larger sasmplesizeisrequired for laboratory test on this type of materials, (e.g., samples with
12-inch diameter were used in the Rockfill Testing Facility). It is generally difficult to obtain in-situ
undisturbed samples of unconsolidated gravely soils for laboratory tests. If it is not feasible to collect test
samples and, thus, no laboratory test results available, the dynamic properties should be estimated from the
published data of similar gravely soils.

5.5.2 Site Response Analysis

A.

As part of the quantification of earthquake ground motions at a facility site, an analysis of soil response
effects on ground motions may be needed. Note that a specific analysis is not required if the siteis a hard
rock siteor if the subsurface soil conditions have already been adequately accounted for in the selection and
use of strong motion data and attenuation relationships for subsurface conditions similar to those that exist
at the site. For facilities with SSCs in Performance Category 1 or 2, it is sufficient to comply with the
criteriafor ground motions specified inthemode building codes although sufficient site-specificinformation
is needed to select the proper site category.

Site response analyses (often referred to as site amplification analyses) are relatively more important when
thesitesurficial soil layer isasoft clay and/or whenthereisahigh stiffness contrast (wave velocity contrast)
between a shallow soil layer and underlying bedrock because a few ground motion recordings have been
obtained for such conditions and have shown strong local soil effects on ground motion. Site response
analysesare alwaysimportant for those sites having predominant frequencies within therange of interest for
the SSCs being evaluated. Thus, the stiffness of the soil and bedrock as well as the depth of soil deposit
should be carefully evaluated.

In a site response analysis, the ground motions (usually acceeration time histories) defined at bedrock or
outcrop are propagated through an analytical mode of the site soils to determine the influence of the soils
on the ground motions. The required soil parameters for the site response analysis include the depth, sail
type, density, shear modulus and damping, and their variations with strain levels for each of the soil layers.
Internal friction angle, cohesive strength, and over-consolidation ratio for clay arealso needed for non-linear
analyses. The results of the site response analysis shall show the input motion (rock response spectra),
output motion (surface response spectra), and spectra amplification function. Criteria for developing the
design response spectra are given in DOE-STD-1023-95.
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Thestrain dependent shear modulus and damping curves should be devel oped based on site-specific testing
resultsand supplemented as appropriate by published datafor similar soils. Effects of sampling disturbance
and machine characteristics must be carefully evaluated in developing these rdationships. The effects of
confining pressures (that reflect the depths of the soil) on these strain dependent soil dynamic characteristics
should be assessed and considered in site response analysis.

5.5.3 Sail-Structure I nteraction Analysis

A.

Soil-structure interaction (SSI) analyses shall be carried out when required to ascertain the influence of the
interaction of the structure and the surrounding soil on the response of the structureto the defined site free
field ground motions. Sail-structure interaction effects are more significant for heavy and/or embedded
structures.

Theeffect of soil-structure interaction should be considered for SSCs in Performance Category 3 and shall
be performed for SSCs in Performance Category 4. SSI analyses shall use the design free-fied ground
moation asinput. The same soil parameters specifiedin Paragraph 5.5.2. shall be obtained for SSI analyses.
Dueto the uncertainty in theinput ground motion as well as soil parameters and structural properties used
inthe SSI analysisardatively widerange of soil shear moduli as required by ASCE Standard 4-98 (ASCE,
1998a) and DOE-ST D-1020-2002 isrecommended so that aconservativestructureresponsecal culation may
be expected.

Dynamic soils properties can vary significantly depending on whether soil layers are saturated. For SSI
analysis, unsaturated soil properties should be used for soil layers above the normal water table unless the
site conditions indicate that additional soil saturation occurs frequently or for long durations.

5.5.4 Ground Failure Evaluations

5.5.4.1 Seismic liquefaction of Soils

A.

Liguefactionisasoil behavior phenomenon in which cohesionless soils (sand, silt, or gravel) under saturated
conditions lose a substantial amount of strength due to high pore water pressures generated in the soils by
strong ground motions induced by NPH, such as earthquakes or wave actions. Potential effects of
liquefactionincludereductionin foundation bearing capacity, settlements, land sliding and lateral movements,
flotation of lightweight structures (such astanks) embedded in liquefied soil, and increased lateral pressures
onwallsretaining liquefied soil. The general procedure for evaluations of liquefaction potential is givenin
the Appendix C of the EPRI Report “A Methodology for Assessment of Nuclear Power Plant Seismic
Margin” (EPRI, 1988). Detailed proceduresto be used for liquefaction evaluation are presented in NCEER,
1997.

Investigations of liquefaction potential typically involve both geological and geotechnical engineering
assessments. The parameters controlling liquefaction phenomenaare: thelithology of the soil at thesite, the
ground water conditions, the behavior of the soil under dynamic loading and potential severity of the
vibratory ground motion. The following site-specific data shall be acquired and utilized along with
state-of-the-art evaluation procedures (e.g., Seed and Idriss, 1982; Seed et al.,1985):

. Sail grain size distribution, density, static and dynamic strength, stress history and geologic age of
the sediments,
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Ground water conditions,

Penetrationresistanceof thesoil, e.g., Standard Penetration Test (SPT), ConePendration Test(CPT),
Shear wave veocity of the sail,

Evidence of past liquefaction,

Ground motion characteristics.

C. A soil behavior phenomenon similar to liquefaction is strength reduction in sensitive clays. Although this
behavior phenomenon is relatively rare in comparison to liquefaction, it should not be overlooked as a
potential causefor land sliding and lateral movements. Therefore, the existence of sensitiveclays at the site
shall be identified.

5.5.4.2 Subsidence

A. Ground settlement during and after natural phenomena hazards due to dynamic loads, change of ground

water conditions, soil expansion, soil collapse, erosion, and other causes shall be considered. Ground
settlement due to the ground shaking induced by NPH can be caused by two factors: (1) compaction of dry
sands due to ground shaking, and (2) settlement due to dissipation of dynamically induced pore water in
saturated sands. Differential settlement would cause more damage to facilities than would uniform
settlement. Differential compaction of cohesionless soils and resulting differential ground settlement can
accompany liquefaction or may occur intheabsenceof liquefaction. Thesametypes of geologicinformation
and soil data used in liquefaction potential assessments, such as the Standard Penetration Test (SPT)
N-value, can also beusedin assessing the potential for differential compaction. Ground subsidence has been
observed at thesurfaceaboverdatively shallow cavitiesformed by mining activities (particularly coal mines)
and where large quantities of salt, ail, gas, or ground water have been extracted, (Hatheway and McClure,
1979). Where these conditions exist near a site, consideration and investigation must be given to the
possibility that surface subsidence will occur.

5.5.4.3 Slope instability

A.

Stability of natural and man-made slopes shall be evaluated when their failures would affect the safety and
operation of DOE facilities during natural phenomena hazards. In addition to land sliding facilitated by
liquefaction-induced strength reduction, instability and deformation of hillside and embankment slopes can
occur dueto the ground shaking inertia forces causing a temporary exceedance of the strength of the soil or
rock. Thedlip surfaces of previous landslides, weak planes or seams of subsurface materials, mapping and
dating paleo slope failure events, loss of shear strength of the materials caused by the natural phenomena
hazards such asliquefaction or reduction of strength due to wetting, hydrological conditionsincluding pore
pressure and seepage, and loading conditions imposed by the natural phenomena events shall all be
considered in determining the potential for instability and deformations. Various possible modes of failure
shall be considered. Both static and dynamic analyses shall be performed for the stability of the slopes.

The following information, at a minimum, shall be collected for the evaluation of slope instability:

Slope cross sections covering areas which would be affected the slope stahility,

Soil and rock profiles within the slope cross sections,

Static and dynamic soil and rock properties, including densities, strengths, and deformabilities,
Hydrological conditions and their variations,

Raock fall events,
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